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T. b6 W., R. 86 W.
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Township 46 North, Renge 86 West, of the Sixth Prin-
cipal Meridien, in the State of Wyoming, is located in
the northeastern portion of Washakie County. All of the
boundaries and the subdivision lines were originally sur-
veyed by Edward F. Stehle, U.S. Deputy Surveyor, in 188h4.
The south boundary was dependently resurveyed by Mark D.
King, U.S. Cedastral Engineer, in 1935. The west bound-
ary was dependently resurveyed by Mervin J. Iytle, U.S.
Cadastral Engineer, in 1935.

These field notes are those of the dependent resur-
vey of the north, a portion of the east, portions of the
west bounderies, end certain subdivisional lines of Town-
ship U6 North, Range 86 West, of the Sixth Principal
Meridian, Wyoming.

The lines of the previous surveys were retraced and
a dilipgent search made for all corners end other ecalls
of the field note record. Identified corners were remon-
umented in their original positions. Lost corners were
reestablished and monumented at proportionate distances
besed on the latest official record end in certain cases
by collatersl evidence, but only after exhausting every
possibility of finding direct evidence of such corners.

All corner positions described in these field notes,
unless otherwise stated, are monumented with the Bureau
of Land Manesgement's standard iron post cadastral survey
monument, consisting of an inscribed die-cast brass cap,
permenently mounted on & galvanized iron pipe, 29 ins.
long and 25 ins. in diameter. For the purpose of brevi-
ty, further description of' this monument is elimineted
from this record and will hereinafter be described only
as an iron post.

The retracement date are thoroughly verified end
only true line notes are supplied herewithin, which re-
fer to the completed survey.

The directions of ell lines refer to the true merid-
ian, determined by angular meesurements from the USGS
trianguletion station "TAYLOR ET, 1966", carried forward
by transit methods and confirmed at various points along
the line of survey by direct sltitude observations of
the sun.

The survey was executed in sccordance with the spec-
ifications as set forth in the Menusl of Instructions,
1947, end the Special Instructions for Group 327, dated

July 22, 1969.

The geographic position of the southeast corner of
section 21, determined by traverse to USGS trisngulation
station "TAYLOR ET, 1966", is: Letitude 43° 55' 53.1"
N., Longitude 107° 11' 14.5" W.

The mean magnetic declination was observed to be
154° B.

(October 1964) (formerly 4=673h) USDI——BLM
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Dependent Resurvey
Of 8 Portion of the East Boundary
T. 46 N., R. 86 W.

CHAINS

6.20

19.60

30.00
ho.éa

Dependent Resurvey of a Portion of the East Boundary of
T. 46 N., R. 86 W., 6th Prin. Mer., Wyoming.

‘At the corner point

Reestablishment of the survey executed by Edward F.
Stahle, U. S. Deputy Surveyor, in 1884,

From the corner of secs. 1, 6, T and 12, on the E. bdy.
of the Tp., which is monumented with a granite stone,
16x9x6 ins., dimly marked with 5 grooves on the 8. face,
1 groove on the N. face, end firmly set 8 ins. in a
mound of stone.

At the corner point

Set an iron post 20 ins. in the ground to bedrock and in
a coller of stone, 2_21_ ft. base, to top of brass cap mkd.

TUEN
R86W RB5W
8 3.08 &
s12 [8 T

1969

Bury the original corner stone elongside the iron post.
N. 0° 41' W., bet, secs. 1 and 6.

Over rolling land.

Rome Hill Road, graded gravel, bears ENE. and WSW.

Corner of fences which extend N. and W.; thence along
fence.

Enter scattered pine timber.

The i sec. cor. of secs. 1 amd 6, which is momumented
with & sandstone, 13x10x3 ins., dimly marked % on the W.
Pace, and firmly set 8 ins. in a mound of stone.

Set an iron post 22 ins. in the ground to bedrock and in
a coller of stone, 3 ft. bese, to top of brass cap mkd.

ThEN
RB6W, R85W

%._
s1|sé6
1969
from which

A pine, 7 ins. in diameter, bears S. 22° E.,
135 1ks. dist., mkd. + S 6 BT. . !

R :
A pine, 11 ins. in diameter, bears N. 3"' -ff._.,
145 1ks. dist., mkd. + S 1 BT.




Dependent Resurvey
Of a Portion of the Bast Boundary
Te U6 N., R, 86 W,

173

19.20

26.L0
30,00

39.56

17.00
30.680

39.77

Bury the original corner stone alongside the iron post.

N. 17 LB' W,, beginning new measurement.
Over rolling land; through pine timber and along fence.

Gorner of fences which extend E, and S., bears East,
S1 1ks. distance; thence through dense timber,

Enter small clearing, bears E, and W.

Leave clearing and enter pine timber with scattered
aspen, i

The corner of Tps. L6 and 47 N.; Rs. 85 and 86 W., which
is monumented with an iron post, 3 ins. diam., set, mkd.
and witnessed as described in the official record and in
the corner of fences which extend E,, W., and'N, I

stamp the date "1969" on the brass cap.

Land, rolling.
Soil, sandy and rocky. ;
Timber, pine and scattered aspen; undergrowth, sagebrush.

Dependent Resurvey of Portions of the West Boundary of
T. 46 N., R, 86 W,, 6th Prin; Mer., Wyoming.

Reestablishment of the Survey Executed by Marvin J. L“y":,ls_-'1
U. S. Cadastral Engineer, in 1935.

From the corner of secs. 25, 30, 31 and 36, on the W.
bdy. of the Tp. which is monumented with an iron post,
2 ins, diam,, set, mkd. and witnessed as described in
the official record., I stamp the date "1969" on the
brass cap.

Ne 0% O7' Ei, bet. secs. 25 and 30.

Over mountainous 1§nd; aloﬁg broken SW. slope and
through dense sagebrush and scattered mahogany brush.,

Trail road, bears E, and W.

Head of dry gulch, course W; enter mountain juniper and
scattered pine timber.

The % sec. cor. of secs. 25 and 30, which is monumented
with an iron post, 1 in. diam., set, mkd. and witnessed
as described in the official record. I stamp the date
119691 on the brass cap.

N. 0° O4' E,, beginning new measurement.

Over mountainous land; over broken W. slope.
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Dependent Resurvey
Of a Portion of the West Boundary
* T b6 Nz, R 86 W,

CHAINS

36.10

39. 80

2.50

7.10

17.20
31,00
Lo. 3L

1.40

3.80
13,00
20.50
27.00
37,90
140, 3

Dry gulch, course W.

The corner of secs. 19, 2L, 25 and 30, which is monument-
ed with an iron post, 2 ins, diam,, set, mkd. and wit-
nessed as described in the official reeord., I stamp the
date "1969" on the brass cap.

Land, mountainous and broken.

Eoll, sandy and rocky.

Timber, juniper ‘and scattered pine; undergrowth, sage-
brush and mountain mahogany.

From the corner of secs. 13, 18, 19 and 2L, on the W, bdy.|
of the Tp., which is monumented with an iron post, 2 ins.
diam, , set, mkd. and witnessed as described in the
official record. I stamp the date "1969" on the brass

| cap.

N, 0° L2' E., bet. secs., 13 and 18,

Over mountainous land; ascend short SW. slope.
Low spur, slopes NW.

Charlie Creek, dry, course WNW,; ascend broken SW. slope
through scattered mountain juniper.

Dry wash, course SW.; leave scattered mountain juniper.
Low spur, skopes SSW.

The % sec. cor. of secs. 13 and 18, which is monumented
with an iron post, 1 in. diam., set, mkd, and witnessed

as described in the official record. I stamp the date
11969 on the brass cap.

N. 0° l1' E., beginning 'new measurement.

Over mountainous land; déscand brokén E. ;lupe.

Trail road, bears SFE, and NW. :

Trail road, ﬂears NE. aﬁd SN.-

Dry wash, course NW;; ascend broken SW. slope;

Trail road, bears SE; and NW. I

Dry wash, course SW; . .
Top of spur, slopes sw., deacend NW. alopa to cor.

The corner of secs. 7, 12, 515 and 18, which is monumsnted
with an iron post, 2 ins. diam. , set mkd. and witnessed
as described in the official record, I stamp the date
"1969" on the brass cap.

Land, mountainous and broken.

Soil, sandy and rocky, f
o timber- undargrowth sagebrush and junipar.




Dependent Resurvey
Of Fortions of the West Boundery
T. 46 N., R. 86 W.

175

CHAINS

12.00
18,00
35.70
37.90
ho.3k

1.40
L.70

28.L40
32.00
Lo.34

5.10

21,10
36.10

N. 0° 38' BE., bet. secs. T and 12.

Over broken end mountainous lend.

Top of spur, slopes NW.

Dry pulech, course NW.

Spur, slopes WNW.

South rim of box canyon, bears E. and W.

The + sec. cor. of secs. T and 12, whiech is monumented
with an iron post, 1 in. diam., set, mkd. and witnessed

as described in the officisl record. I stamp the date
"1969" on the brass cap.

N. 0° 33' E., beginning new measurement.

Descending in box caenyon, beers E. and W.

Jacob's Creek, dry, course W.

North rim of box canyon, bears S. 75° E. and N. T0° W.;
ascend graduslly over SW. slope.

Trail road, bears SE. end IW.

Spur, slopes WSW.

The corner of sees, 1, 6, T end 12, which is monumented
with an iron post, 2 ins, diam., set, mkd. end witnessed
as described in the official record. I stamp the date
"1969" on the brass cap and set a steel fence post 4 ft.
8. of the corner.

Lend, mountainous and broken.

Soil, sendy and rocky.

No timber; undergrowth, sagebrush, scrub Jjuniper and
willows along Jacob's Creek.

N. 0% 41' E., bet. secs. 1 and 6.
Over rolling land.

Dry wash, course VSW,

Trail roed, bears NE. end SW.

Rome Hill Roed, bladed dirt, besrs S. T70° E. and N. T0°

.w-

Dry Wash, course WHW.

The + sec. cor. of secs. 1 and 6, which is monumented
with en iron post, 1 in. diem., set, mkd. end witnessed
as described in the officiael record. I stamp the date
"1969" on the brass cap.

PO Has-168
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Dependent Resurvey
Of Portions of the West Bowndary
TI 1‘6 N!’ RO 86 w.

32.80
Lo.34

39.53

N, 0° 27' E., beginning new measurement.
Over rolling lend.
Shellow dry wash, course V.

The corner of Tps. 46 and 47 N., Rs. 86 and 8T W., which
is monumented with an iron post, 3 ins. diam., set, mkd.
and witnessed as deseribed in the official record. T
stemp the date "1969" on the brass cap.

Land, rolling.
S0il, sandy and rocky.
No timber; undergrowth, sagebrush and scrub Jjuniper.

Dependent Resurvey of the North Boundary, T. 46 N., R.
86 W., 6th Prin. Mer., Wyoming.

Reestablishment of the Survey Executed by Edwerd I.
Stehle, U. S. Deputy Surveyor, in 188k4.

From the corner of Tps. U6 end 4T N., Rs. 85 and 86 W.
S. B9° O4' W., bet. secs, 1 and 36,

Qver mountainous land; through scattered pine timber and
along fence which drifts generslly west.

The + sec. cor. of secs. 1 and 36, which is monumented
with a sendstone, 18x12x3 ins., dimly marked + on the N.
face, and firmly set 10 ins. in the ground.

At the corner point

Set an iron post 26 ins. in the ground with brass cap mkdd

T4TN R8EW

1 536

ol Tt
TUEN
1969

from which

A pine, 5 ins. diam., bears N. T+® E., 37 lks.
dist., mkd. + S 36 BT.

A pine, 6 ins. diam., bears S. 53° W., 41 lks.
dist., mkd. % S 1 BT. ‘

Bury the originel corner stone aslongside the iron post
and raise a mound of stone, 3 ft. base, 1% ft. high, N.
of the corner.

NOTE: The corner falls 54 lks. S. of fence, beers E.
and W.

Form 9180—7 (October 1964) (formérly 4—673b) USDI——BLM




Dependent Resurvey
Of the North Boundary
T. 46 N., R. 86 W.

117

12,00

36.00
40.35

6.50
10.00
16.00
39.30
ko.35

WEST, beginning new measurement.
Over mounteinous land; continue through pine timber.

Leave timber, bears I. and S.; descend gredually over
W. slope.

Descend steep WNW. slope to corner.

Point for the corner of sees. 1, 2, 35 and 36, at pro-
portionate distance: there is no remeining evidence of
the originsl corner.

Set an iron post 2k ins. in the ground with brass cap
mkd .

from which

A vhite pine, 7 ins. diem., bears N. 692° L.,
50 lks. dist., mkd. TLTN R86W S 36 BT.

A white pine, 14 ins. diem., bears S. 58° E.,
95 1lks. dist., mkd. TYEN R86W S 1 BT.

A vhite pine, 6 ins. diam., bears S. 60° W.,
39 lks. dist., mkd. THEN RO6W S 2 BT.

A white pine, 13 ins. diam., bears N. 19° W.,
67 1ke. dist., mkd. THTN R86W S 35 BT.

Reise & mound of stone, 3% ft. base, 2 ft. high, W. of
the cormer which is 3 lks. N. of a drift fence, bears
E, end W.

Land, mountainous.
Soil, sendy end rocky.
Timber, pine; undergrowth, sagebrush.

| WEST, bet. secs. 2 and 35.

Over mountainous land; descend W. slope through scatter-
ed pine timber.

Billy Creek, dry, course SW.; leave timber.

Seme creek, dry, course WNW.

Seme creek, dry, course SW.; ascend steep SE. slope.
Top of ascent; over sagebrush spur, slopes 5.

The + sec. cor. of secs. 2 &nd 35, which is monumented

with a sendstone, 14x3x3 ins., dimly msrked i on a face
and loosely set 2 ins. in the ground.

0—7 (October 1964) (formerly 4—673b) USDI——BLM
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Dependent Resurvey
Of the North Boundary
T, 46 N., R. 86 W.

CHAINS

36.50
40.55

At the corner point

Set an iron post 25 ins. in the ground with brass cap
mid. i

T4TN REEW

i B35

h S 2
TLEN
1969

Bury the original corner stone alongside the iron post
and reise & mound of atone, 3 ft. base, 1% ft. high, N
of the corner.

NOTE: This corner is 61 lks. N. of a drift fence which
bears E, and VW,

S. 89° 53' W., beginning new measurement.
Over mountainous land; descending open W. slcpe.'
Enter scattered aspen and pine timber.

The . corner of sees, 2, 3, 34 and 35, which is monumented
with a8 granite stone, 30x20x10 ins., plainly marked with
2 grooves on the E. face and 4 grooves on the W. face.
and Tirmly set 1% ins. in an old mound of stone.

At the corner point

Set an iron post 12 ins. in the ground to bedrock and in
a mound of stone, 5 ft. base, to top of brass cap mkd.

TUTN RB6W

8 34|s 35

3 3|s 2
TUEN
1969

from which

A pine, 13 ins. diam bears N. T0° E.,
29 lks. dist., Tﬂ?ﬂ RB6W S35 BT.

A pine, 14 ins. diem., bears S. 50° E.,
17 lks. dist., mkd. TU6N RB6W S 2 BT,

A pine, 14 ins. diem., bears S. 24° W.,
81 1ks. dist., mkd. THEN RB6W S 3 BT.

A pine, 5 ins. diam., bears N. 56° W.,
31 lks. dist., mkd. TUTN R86W S 34 BT.
"\
Place the original corner stone alongside the iron post
in the mound of stone encireling the corner.

Raise @ mound of stone, 4 ft. base, 2% ft. high, w.zot

the corner,




Dependent Resurvey
Of the North Boundary
T. 46 N., R. 86 W.

179

e s —

CHAINS

8.90

11.50
3k.00
38.00
39.84

46.90
51.70
T, 10

79.68

Land, mountainous.
Soil, sandy and rocky.
Timber, aspen and pine; undergrowth, sasgebrush.

8. 89° L49' W., bet, secs. 3 end 3.

Over mountainous land; descend W. slope through pine
timber.

Dry wash, course S.; leave timber and sscend steep SE.
slope.

Top of steep sscent; over broken S. slope.

Enter scattered pine timber.

Ieave scattered pine timber.

Point for the % sec., cor. of secs. 3 esnd 34, at propor-
tionete distence; there is no remaining evidence of the

originel corner.

Set an iron post 23 ins. in the ground with brass cap
mkd .

T4TN RBEW

1 834

L __S 3
T4HEN
1969

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of
the corner.

NOTE; « The corner falls epproximetely 100 ft. N. of the
corner of fences which extend E. and S.

Billy Creek, dry, course N. 15° W.
Same creek, dry, course S. 45° W,

Same creek, dry, course N. 5° W.; thence enter scattered
pine and aspen timber.

Point for the corner of secs. 3, 4, 33 and 34, at pro-
portionate distance; there is no remaining evidence of

the originel corner.

Set an iron post 25 ins. in the ground and in a collar
of stone, 4 ft. base, to top of brass cap mkd.

TLTN RBEW

5 33|8 34

5 g 3
ThEN
1969

from which

A pine, 6 ins. diam., bears N. 21%° E., 12 lks.
dist., mkd, T47N RB6W 5 34 BT.

GPO B4B-1886
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Dependent Resurvey
Of the North Boundary
T. 46 N., R. 86 W,

A pine, 16 ins. diam., bears 8. 33° E., 61 lks.
dist., mkd. TUEN RB6W S 3 ET.

A pine, 6 ins. diem., bears S. 6T%" W., § lks.
dist., mkd. Th6N RBEW S & BT.

An aspen, 6 ins. diam., bears N. 32° W., 48 1lks.
dist., mkd. T4TN R8B6W S 33 BT.

Land, mountainous.
Soil, sandy and rocky.
Timber, sspen and scattered pine; undergrowth, sagebrush.

5. 89° L4g' W., bet., secs. 4t and 33.

Over mounteinous land:; escend steep and rocky NE. slope
through dense young pine timber.

16.30 | Top of steep ascent; descend SW. slope through scattered
pine and aspen timber.

34%.50 | Dry creek bed, course N. 15° W.; ascend E. slope.
39.84 | Point for the i sec. cor. of secs. 4 and 33, at propor-
tionate distence; there is no remsining evidence of the

original corner.

Set an iron post 26 ins. in the ground with brass cap

mkd .
TLTN RBEW
i § 33
8%
. ThHEN
1969
from which

A lodgepole pine, 6 ins. diam., bears 5. 5° E.,
10 1lks, dist., mkd. + S 4 BT,

A lodgepole pine, 10 ins. diem., bears N. 53° W.,
30 1lks. dist., mkd. + S 33 BT,

Reise @ mound of stone, 3% ft. base, 2% ft. high, N. of
the corner,

NOTE: The corner is 2 lks. NW. of a boulder which
extends 10x8x6 ft. out of the ground.

44,00 | Leave timber; ascend open E. slope.

49.30 | Top of ridge, bears SE. and NW.; thence over heavily i
rolling land. ' ' 1

59.76 | Point for the W1/16 sec. cor. of.sees, 4 and 33,

Form 9180—7 (October 1964) (formerly 4—673b) USDI——BLM > T —
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Dependent Resurvey
Of the North Boundary
T, 4% N., R. 86 W.

1]

181

CHAINS

63.50
79.68

18.60

19.92

Set an iron post 26 ins. in the ground with brass eap
mikd.

T4TN REEW
W1/16 g—i%
ThEN
1969

Raise a mound of stone, 3% ft. base, % f£. high, N. of

the corner.

NOTE: The corner is 26 lks. 8. of a fence which drifts
E. end W.

Trail road, bears N. 5° E. end 8. 5° W.

Point for the corner of secs. U4, 5, 32 and 33, at pro-
portionate distence; there is no remaining evidence of
the originel corner.

Set ed iron post 26 ins. in the ground with brass cap
mkd.

T4 TN REEW

s 32[8 33

8 5(s
TUEN
1969

Reise & mound of stone, 3 ft. bese, 2 ft. high, W. of
the corner.

NOTE: The corner is 78 lks. S. of a fence which drifts
: E. and W.

Land, mountainous end heavily rolling.

Soil, sandy end rocky.

Timber, aspen and pine; undergrowth, segebrush.

8. 89° 49' W,, bet. secs. 5 and 32,
Over heavily rolling land.

Fence, bears N. and S., 100 lks. S. of cor. of fences
which extend E. and S.

Point for the E. 1/16 sec. cor. of. secs, 5 and 32,

Set en iron post 26 ins. in the ground with brass cap
mkd .

T4 TN RBGW

i —s 32

E1/16 55
ThEN

1969

7 (October 1968)
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Dependent Resurvey
Of the North Boundary
T. 46 N., R. 86 W.

CHAINS

30.00

38.80

39.00
39.84

40.30
79.68

from which

A pine, 30 ins. diam., bears S, 29° W., 109 1ks.
dist., mkd. E. 1/16 8 5 BT.

A pine, 9 ins. dism., besrs N. 33° W., 296 lks.
dist., mkd. E 1/16 S 32 BT.

Raise & mound of stone, 3 ft. bese, 2 ft. high, N. of
the corner.

Enter scattered pine timber.

Girl Scouts' Netionel Center West Road, graded gravel,
bears N. and S.

Begin steep ascent of rocky E. slope.

Point for the L sec, cor. of secs. 5 and 32, at propor-
tionate distance; there is no remeining evidence of the
original corner.

Set an iron post 14 ins. in the ground to bedrock and
in a mound of stone, 4 ft. bese, to top of brass cap
mkd.
TWTN RBE6W
_uL 8 32
55
ThEN
1969

from which

A pine, 12 ins. dism., bears N. 4° E., 48 lks.
dist., mkd. + S 32 BT.

A pine, 15 ins. diem., bears S. 49° E., 24 1ks.
dist., mkd. + S 5 BT.

Top of steep E. slope; thence over rolling land.
The corner of sees. 5, 6, 31 and 32, which is monumented
with a limestone, 17x9x4 ins., plainly marked with 5
grooves on the E. face, 1 groove on the W. face, and
firmly set 9 ins. in the ground.

At the corner point

Set an iron post 27 ins. in the ground with brass cap

Tﬂkdo
TUTN RBEW

5 31'-8 32
8 5 5

ThEN
1969

Bury the original corner stone alongside the iron pna‘t,_._ :

set a steel fence post 2 ft. S., and raise a mound of
stone, 2% ft. base, 1} ft. high, W. of the corner.
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Dependent Resurvey
Of the North Boundary
Tl 1"‘6 Hl, Rt 86 wa

183

13.00
19.20
21.00
31.00
37.80
39.94

L. 70

59.91

Land, heavily rolling to rolling.

Scoll, sandy and rocky.
Timber, pine; undergrowih, sagebrush.

8. 89" L4' W., bet. secs. 6 and 31.

Enter pine timber mixed wivh juniper,

Ravine, dry, coﬁrse-ssw.

Fence, bears N. and S.

Descend spur, slopes W., into Cock's Canyon, course W.
Ravine, dry, course SW.

Point for the # sec. cor. of secs. 6 and 31, at propor-

tionate distance; there is no remaining evidence of the
original corner.

Set an iron post 8 ins. in the ground to bedrock and in
a mound of stone, 3 £, base to top of brass cep nlkd.

THTH RE6W
i I5FL
- <]
TUEN
1969

from which

B Jeck pine, 1T ins. diam., bears N. 43" W., 81 lks.
dist., mkd. = S 31 BT,

Creek in bottom of Cook's Canyon, 4 lks. wide, T ins.
deep coarse WHNW.

Potit for the W 1/16 s8¢, coF4 o s808. 6 and 3.

Set an iron post 25 ins. in the ground with brass cap
mkd. ‘

ThTH RE6W

S 31
W8 5¢

ThEN
1969
from which

A vhite pine; 9 ins. diam,, bears 8. 83° E., 28
1ks. dist., mkd. W 1/16 8 6 BT.

" A ponderosa pine, 10 ins. diam., bears N. 183" W.,
98 1ks. dist., mkd. W 1/16 § 31 ET.

Raise a mound of stone, 2% ft. base) 1'%_' 6. high, N. of
the corner.

GPO B4D-168
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Dependent Resurvey
Of, the North Boundary
7. 46 N., R. 86 W.

CHAINS

60.90
67,60

T2.00

80.02

39.63

Seme creek, 6 lks. wide, O ins. deep, course 8. 50° W,

Same creek, course N. 10° W.; thence ascend steep E.
glope and limestone ¢liffs to top of canyon rim.

Top of rim, bears N. and S.; thence leave timber and
continue over rolling land through scattered Jjuniper.

The corner of Tps. 46 and 47 N., Rs. 86 and 87 W.

Land, mountainous @&nd rolling.

Soil, sandy and rocky.

Timber, pine; undergrowth; .juniper, sagebrush, and choke
cherry in canyon.

Dependent Resurvey of Certain Subdivisional Iines in
T. 4 N., R. 86 W., 6th Prin. Mer., Wyoming.

15.50:-

8., 88° 50" W., beginning new measurement.

(Over rolling land; along fence which extends west.

Reestablishment of the Survey Executed by Edward F.
Stehle, U. 8. Deputy Surveyor, in 188k,

From the corner of secs. 1, 6, T and 12, on the E. bdy,
of the Tp.

8. 89% 21' W., bet. secs. 1 and 12.
Over rolling land.

Rome Hill road,- blacled dirt, beers N. 75" E. and 8. T5°
w.

The ¢ sec. cor. of secs. 1 and 12, which is marked by &
mound of stone at cor, of fences whieh bear N., S., and
W. This position is harmoniously related to existing
original cornersy was pointed out to me as the position
of the original corner by interested property owners,
and is accepbed as the best existing evidence of the
position of the originsl corner.

At the corner point

Bet an iron post 25 ins. in the ground with brass cap
mkd

Th6N REEW
{ ~aEUE
“ g2

1969

Reise a mound of stone, 3& ft. base, 2 ft, high, N. of
the corner. -

Form 9180-7 (October 1964)
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Dependent Resurvey
Of Certain Subdivisional Lines
T. 46 N., R. 86 W.

of f3 -

185

CHAINS
20.70 | Point for the W 1/16 sec. cor. of .secs. 1 and 12,
Set an iron pest 27 ins, in the ground with brass cap
mied .
THEN RBEW
Sl
e
1969
Reise a mound of stone, 3 ft. base, 2 ft. high, N. of
the corner.
NOTE: The corner is in a fence which bears E. and W.
41.40 | The corner of secs. 1, 2, 11 and 12, which is marked by
a8 railroad spike st cor. of Pfences which bear N., E.
end W, This position is hermoniously related to exist-
ing original corners, is the only existing evidence of
the position of the original corner end is accepted by
the local land owners as belng the position of the ori-
ginal corner.
At the corner point
Set an iron post 24 ins. in the ground with brass cap
mkd.
TUEN RBEW
5 2|8 1
S 11|5/12
1969
Reset the railrosd spike alongside the iron post and
raise a mound of stone, 3 ft. base, 2 ft., high, W. of
the corner.
H land, rolling.
Soil, sandy and rocky.
No timber; undergrowth, sagebrush.
N. 0° 32' W., bet. secs. 1 and 2.
Over heavily rolling land, along a fence bearing N.
5.4 | Draw, course W.
39.20 | The + sec. cor. of secs. 1 and 2, which is monumfnted
with 8 granite stone, 16x11x5 ins., dimly marked i on W,
face, loosely set 2 ins. in the ground at the cor. of
fences extending S. and V.
. At the corner point
I Set an iron post 24 ins. in the ground with brass cap
| mikd .
: ThEN, RBEW
. i
s 2[s 1
] 1969

! (October 1964) (formerly 4—673b) USDI——BLM
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Dependent Resurvey
Of Certain Subdivisional Lines
T. 46 N., R. 86 W.

CHAINS

15.30
23.00
31.50
32.00
38.00
39.00
41.63
41.66

34.00

Bury the original corner alongside the iron post and
reise a mound of stone, 3 ft. base, 1* ft. high, W. of
the corner.

N. 0° 14' W., beginning new measurement.
Over mountainous land,

Trail road, bears ENE. and WSW.

Enter pine timber.

Ieave pine timber.

Ravine, dry, course WNW.

Spur, slopes W.

Enter aspen and pine timber.

Fence, bears E. and W.

The corner of secs. 1, 2, 35 and 36, on the N. bdy. of
the Tp.

Land, rolling to mountainous.
Soil, sandy and rocky.
Tinmber, aspen and pine; undergrowth, sagebrush.

From the corner of secs. 10, 11, 14 and 15, which is
monumented with a sandstone, 35x34x3 ins., pleinly
marked with 2 grooves on the B. face, 4 grooves on the
5. face, and firmly set 12 ins. in the ground and in an
0ld mound of stone.

At the corner peint

Set an iron post 26 ins. in the ground with brass cap
mkd.

ThEN RB6W

5 10|5 11

5 15|18 X

1969

Bury the original corner stone alongside the iron post,
set a steel fence post 2 ft. 8. and raise & mound of
stone, 3 ft. base, 1% ft. high, W. of the cormer.
N. 0% 30' W., bet. secs. 10 and 11.
Over rolling land.

Draw, course W.
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Dependent Resurvey
Of Certain Subdivisional Lines
T. L6 N., R, B6 W.

187

CHAINS
40,51 Point for the i sec.:-cor, of secs. 10 and 11, at propor-
tionate distance. There is no remaining evidence of the
original corner.
Set an iron post 27 ins. in the ground with brass cap
mkd .
TLON HEBEW
L}
8 lOTS 11
1969
Haise a mound of stone, 4 ft. base, 2 ft. high, W. of
the corner.
60,765 | Point for the N. 1/16 sec. cor. of secs. 10 and 11.
Set an iron post 26 ins. in the ground with brass cap
mkd.,
T4LEN RE6W
N 1/16
5 10ls 11
1969
Haise a mound of stone, 3% ft. base, 2% ft. high, W. of
the corner.
61.40 Fence, bears N.-82° E. and S. 82° W.
61.65 Rome Hill Hoad, bladed-dirt, bears N, 82° E. and
S5, B29 W.
61.90 Fence, bears N, 82° E. and 5. 82° W,
66.00 Trail road, bears NE. and SW.
77.70 Dry wash, course S. 65° W.
81,02 The corner of secs. 2, 3, 10 and 11, which is monumented

with a sandstone, 25x13x9 ins., plainly marked with 2
grooves on the E. face, 5 grooves on the S: face, and
firmly set 15 ins. in the ground.

At the corner point

Set an iron post 15 ins. in the ground to bedrock and
in a collar of stone, 3% ft. base, to top of brass cap,
mkd . :

TLEN RBEW

S 3l 2

S 10[s 11
1969

Bury the original corner stone alongside the iron post
and raise a mound of stone, 2% ft. base, 15 ft. high,
W. of the corner.

Land, rolling.
Soil, sandy and rocky.
No timber; undergrowth, sagebrush.

(October 1964) (formerly 4—673b) USDI—BLM
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Dependent. Hesurvey
Of Certain Subdivisional Lines
T. 46 N., R. 86 W.

CHAINS

40.39

14.50
20.70
32.20
40.38

39.66

From the corner of secs. 1, 2, 11 and 12,
S. B8° 06' W., bet. secs. 2 and 11.

Over rolling land; along fence which bears E. and W.

The ; sec, cor. of secs. 2 and 11, which is monumented
with a granite stone, 24x14x3 ins., dimly marked ; on N.
face, and loosely set 3 ins. in the ground in fence
which bears E. and W.

At the corner point

Set. an iron posﬁ 20 ins, in the gpound to bedrock and in
a collar of stone, 3 ft, base, to top of brass cap, mkd,

B
s

TLEN RE6W
s 2

3511
1969

Bury the original corner stone alongside the iron post.

S. 88° 27 W., beginning new measurement.
Over rolling land.

Trail road, bears NE. and SW..

Fence, bears N. and S.

Dry wash, course SW.

The corner of secs. 2, 3, 10 and 11.
Land, rolling.

Soil, sandy loam and rocky.
No timber; undergrowth, sagebrush,

N. 0° 4LO' W., bet. secs, 2 and 3.

Over rolliné land,

The ; sec. cor. of secs, 2 and 3, which is monumented
with a granite stone, 14x10x6 ins., illegibly marked
and firmly set 6 ins. in the ground and in an old mound

of stone.
At the corner point

msfc; an iron post 27 ins. in the ground with brass cap

T46N RBEW

8 308 2
1969

Bury the original corner stone alongside the iron post
set & steel fence post W. alongside the corner and
a mound of stone, 25 ft, base, 1) ft. high, W, of t

corner. : :




)

Dependent Resurvey
Of Certain Subdivisional Lines
T, 46 N., R. 86 W,

189

CHAINS

3.80
30.50
35.00

42.80
43.48

2,00

2.90

N. 0° 21' W,, beginning new measurement,
Over mountainous land.

Begin steep descent of NE, slope through dense pine and
aspen timber.

Billy Creek, dry, course NW.; leave timber and ascend
steep SW. slope.

Spur, slopes SW.; ascend SW, slope through scattered aspen
and pine timber.

Fence, drifts E. and W.

The corner of secs. 2, 3, 34 and 35, on the N. bdy. of
the Tpo

Land, rolling to mountainous.
Soil, sandy loam and rocky,
Timber, aspen and pine; undergrowth, sagebrush.

From the corner of secs. 21, 22, 27 and 28, which is
mommented with a limestone, 28x24x6 ins., plainly
marked with 3 grooves on the E. face, 2 grooves on the
S. face, and firmly set 14 ins. in the ground.

At the cornerpoint

Set an iron post 20 ins. in the ground and in a collar
of stone, 3 ft. base, to top of brass cap mkd.

T46N REB6W
S 218 22
S 28|8 27
1969
from which

A pine, 6 ins. diam., bears N, 44° E., 55 lks.
dist., mkd. T46N R86W S 22 BT.

A pine, 6 ins. diaem,, bears S, 72° E., 37'lks.
dist., mkd. T46N R86W S 27 BT.

A pine, 5 ins. diam., bears S. 35° W., 22 lks.
dist., mkd. T46N R86W S 28 BI.

A pine, 5 ins. diam., bears N. 469 W., 26 1ks.
dist., mkd. T46N RB6W S 21 BI.

Bury the ofiginal corner stone alongside the iron post
and set z steel fence post 4 ft. W. of the corner.

N. 0° 28' W., bet. secs. 21 and 22.
Over mountainous land; through dense pine timber.

Leave dense timber and enter scattered pine and aspen
timber.

Dry wash, course WSW.

$m0180=7 (October 1964) (formerly 4~673b) USDI—BLM
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Dependent Resurvey
Of Certain Subdivisional Lines
T, &b Ney Re 86'Ws

CHAINS

10,30

39.60
40,06

45.40
69.80
72.50
T4.50
80.12

Leava séattered pine and aspen t.imbér; thence over
rolling land.

Dry wash, course SSW..
Point for the 4 sec. cor., of aecs.. 21 and 22, at propor-
tionate distance; there is no remaining evidence of fthe

original corner.

Set an iron post 24 ins. in the ground and in a collar
of stone, 2% ft. base, to top of brass cap mkd.

. T46N RB6W
S 21|8 22
1969

Set & steel fence post 4 ft. S. of the corner,
Trail road, bears N. 65° E. and 8. 65° W.
Dry wash, course SW.
Top of spur, slopes SW.
Enter pine timber and descend steep rocky NW. slope.
The corner of secs. 15, 16, 21 and 22, which is
monumented with a sandstone, 16x6x3 ins., dimly marked
with 3 grooves on the E. and S. faces, and loosely set
3 ins, in the ground.
At the corner point

Set an iron post 27 ins. in the ground with brass cap
mkd.

g
:
=

n|w
EE
|t
i

o
8

from which

A pine, 14 ins. diam., bears N. 33}° E., 10 lks.
dist., mkd. T46N R86W § 15 BT.

A pine, 11 ins. diam, , bears s, .51§° E.; 17 1ks.
dist., mkd. T46N R86W S 22 BT,

A pine, 10 ins, diam., bsars S. 3840 W., 46 lks.
dist., mkd. T46N R86W S 21 BT,

A pine, 13 ins. diam., bears N, 67° W., 23 lks.
dist., mkd. T46N R86W S 16 BT. }

Bury the original cornsr stone alongside the iron post
and raise a mound of stone, 3 ft. base, 3 ft, high, H.
of the corner.

Land, rolling and mountainous.
Soil, sandy loam and rocky.
Timber, aspen and pine; undergrowth, sagebrush,

)
d

T -




Dependent Resgurvey
Of Certain Subdivisional Lines
T. 46 N,, R, 86 W.

181

T CHAINS

5.70

8.00
21.'00
40,00
4147

24410
1 39.56

N. 1° 37" W., bet. secs. 15 and 16.

Over mountainous land; descend NW. slope through dense
pine timber.

Spring Creek, 3 lks. wide, 2 ins. deep, course SW.;
thence ascend steep SE'. alope through scattered aspen
tmbﬁro

Leave aspen timber,

Top of steep ascent; thence over -rolling land.

Dry wash, course SW.

The 4 sec. cor. of secs. 15 and 16, which is monumented
with a sandstone, 15x14x3 ins., dimly marked 4 on W, face,
and loosely set 1 in. in the ground.

At the corner point

Set an iron post 14 ins. in the ground to bedrock and
in a coller of stone, 4 ft. base to top of brass cap mkd.

TA&NAR86H
S 16Ts 15
1969

Bury the original corner stone alongside the iron post
and set a steel fence post 3 ft. W. of the corner,

N, 1° 08' W., beginning new measurement.
Over rolling land.
Trail road, bears N. 75° E. and S. 75° W.

The corner of sees. 9, 10, 15 and 16, which is
monumented with a granite stone, 15x9x8 ins., plainly
marked with 3 grooves on the E. face, 4 grooves on the
S. face, and loosely set 3 ins. in the ground.

At the corner point
Set an iron post 27 ins. in the ground with brass cap mkd.

T4L6N R86W

S S 10

S 16(S8 15
1969

Bury the original corner stone alongside the iron post
and raise a mound of ston.e, 2+ ft. base, 14 ft. hJ.gh W,
of the corner,

Land, mountainous to rolling.
Soil, sandy loam and rocky.
Timber, pine and aspen; undergrowth, sagebrush.

9180-7 (October 1964) (formerly 4—673b) USDI—BLM
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Dependent Resurvey
Of Certain Subdivisional Lines
T, 46 N., R. Bo W,

CHAINS

32075

37.30

11.30
33.60
36.60

40,06

0.03
8.80
14.00
40,00
40.28

40,83 °

From the corner of secs. 10, 11, 14 and 15.

N, 89° 36' W., bet. secs. 10 and 15.

Over rolling land. |

Trail road, bears S. 15° E. and N. 15° W,

Fence, beers N. and S.

The + sec. cor. of secs. 10 and 15, which is monumented

with a sandstone, 16x14x4 ins., plainly marked 4 on

face, and loosely set 3 ins. in the ground.

At the corner point

Sst an iron post 27 ins. in the ground with brass cap mkd.
TL6N RS6W
3 S 10

S 15
1969

Bury the original corner stone alongside the iron post
and set a steel fence post 4 ft. N. of the corner.

S. 89° 03' W., beginning new measurement.
Over rolling land.

Trail road, bears N. 35° E. and S. 35° W.
Dry wash, courss NNW,

Corner of fences which bear NE. and W.; thence along
fenca,

The corner of secs. 9, 10, 15 and 16.
Land, rolling.

Soil, sandy loam and rocky.
No timber; undergrowth, sagebrush.

N. 0° 35' W., bet. secs. 9 and 10.

Ovar rolling land.

Fence, bears E, and W.

Dry wash, course WNW.

Dry wash, course SSW.

‘Dry wash, course WSW,

Foint for the 3 sec. cor. of secs. 9 and 10, at propor—

tionate distance; there is no remaining evidence of the
coriginal corner.

] e . I ey

i ]| —

- Ty — —
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Dependent Resurvey
Of Certain Subdivisionel Lines
T. 46 W., R. 86 W.

193

CHAINS

51.50
52.10

60.42

74.00

80.56

Set an iron post 25 ins. in the ground with brass cap
mkd.
Th6N, RBEW

[
S 9]s 10
1969

Set & steel fence poat I P4, 8. and raise a mound of
stone, 22 ft. base, ld ft. high. W. of the corner.

Fence, bears 8. 77° E. and N. 77° W.

Rome Hill Road, bladed dirt, bears S. T7° E. and N. 77°
W.

Point for the N 1/16 cor. of secs. 9 and 10.

Set an iron post 26 ins. in the ground with brass cap

mid.
THEN RBEW
N 1/16
S 9|s 10
1969

Set & steel fence post, 2 ft. 5. and resise a mound of
stone, 2% ft. base, 15 ft. high, W. of the corner.

Ravine, dry, course NW.; thence enter scattered plne
timber.

The corner of secs. 3, %, 9 and 10, which is monumented
with & grenite stone, 26x25x6 ins., plainly marked with
3 grooves on the E., face, 5 grooves on the 3, face, and
firmly set 15 ins, in the ground.

At the corner point

Bet an iron post 27 ins. in the ground with brass cap

mizd .
THON RBEW
8 k|s 3
8 g[5 10
1969
from which

A pine, 5 ins. diam., bears N. 52° E., 51 lks.
dist., mkd. T4EN RB6W S 3 BT.

A pine, 6 ins. dism., bears S. 53i° E., T2 lks.
dist., mkd. TH6N R86W S 10 BT.

A pine, 6 ins. diam., bears S. 533° W., 86 lks.
dist., mkd. T46EN RBEW S 9 BT.

A pine, 6 ins. diam., bears N. 63%° W., 52 lks.
dist., mkd. T46N RB6W S 4 BT.

GRO BaE-180
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Dependent Resurvey
Of Certain Subdivisional Lines
T. 46 N., R. 86 W.

CHAINS

31.70
40,40

0.20

20.27

Bury thke original corner stone slongside the iron post,
set & steel fence post U ft. S. and rsise 8 mound of
stone, 2% ft. base, 13 ft. high, W. of the corner.

Land, rolling.
Soil, sandy loam and rocky.
Timber, pine; undergrowth, sagebrush.

From the corner of secs, 2, 3, 10 and 11,

5. 89° 1T7' W., bet. secs. 3 and 10.

Over rolling lend.

Trail road, bears S. 5° E,.and N. 5° W.

The % sec. cor. of secs. 3 and 10, which is monumented
with @ sasndstone, 27x1llxh ins., plainly merked + on the
N, fece, and firmly set 2 ins, in the ground and in
fence which bears N. and S.

At the cornmer point

Set en iron post 24 ins. in the ground and in a collar
of stone, 2% ft. base, to top of brass cap mkd.

THEN RBEW

1 5 3

¥ gip
1969

Bury the original corner stone alongside the iron post
and raise 8 mound of stone, 2% ft. base, J.% ft. high,
N. of the corner.

8. 89° 25' W., beginning new measurement.
Over rolling land.
Enter aspen and pine timber.

Point for the W 1/16 sec. cor. of secs. 3 apd 10,

Set an iron post 26 ins. in the ground with brass cap

mkd.
ThEN RBEW
e 83
/16 352
1969
from which

A pine, 6 ins. diem., bears N. 50° B., 36 1lks.
dist., mkd. W 1/16 8 3 BT.

A pine, 12 ins. diam., bears S. 53° W., Th lks.
dist., mkd. W 1/16 § 10 BT.

Form 91807 (October 1964) (formerly 4~673b) USDI——BLM
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Dependent Resurvey
Of Certain Subdivisional Lines
T. 46 N., R, 86 W,

1395

Fm0180~7 (October 1064) (formorly 4—6735) USDI—BLM

CHAINS

40454

7.90
8.10
27.30

36.90

41.74

59.20
75.00
83.70
83.74

Raise a mound of stone, 2} ft. base, 1% ft. high, N. of
the corner.

The corner of secs. 3, 4, 9 and 10,
Land, rolling.

Soil, sandy and rocky.
Timber, aspen and pine; undergrowth, sagebrush.

N. 0° 19' E., bet. secs. 3 and 4.

Over mountainous land; through pine and scattered aspen
timber.

Dry wash, course W,
Leave timber, edge bears E. and W.

Enter dense pine and scattered aspen timber, edge bears
ESE, and WNW.

Dry wash, course WNW.; leave dense pine timber and enter
scattered aspen and pine timber.

Point for the + sec. cor. of sees. 3 and 4, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post 24 ins. in the ground with brass cap
mkd.

T46N R86W
] z,st 3
1969
from which

A pine, 10 ins, diam., bears S. 81° E., 145 lks.
dist., mkd. # S 3 BI.

Raise a mound of stone, 3 ft. base, 3 ft. high, W. of
the corner.

Logging trail, bears E. and W,
Begin steep descent of NNE. slope.
Foot of steep slope.

The corner of secs. 3, 4, 33 and 34, on the N, bdy. of
the Tp.

Land, mountainous.

Soil, sandy and rocky.

Timber, aspen and pine; undergrowth, sagebrush and young
pine.

From the corner of secs. 28, 29, 32 and 33, which is
monumented with a granite stone, 16xl1x4 ins.,

illegibly marked and firmly set 6 ins. in an old mound of
stone.

FIELD NOTE PAPER
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Dependent Resurvey
Of Certain Subdivisional Lines
; T. 46 Ny R. 86 W.

CHAINS

12.50
39.00
40465

12.00
15.00
23.80

28.80
29,00

39.83

At the corner point
Set an iron post 26 ins. in the ground with brass cap mkd.

T4L6N RE6W

S 8

S 32|8 33
1969

Bury the original corner stoné alongside the iron post,
set a steel fence post 4 ft. S. and raise a mound of
stone, 3 ft. base, 1} ft. high, W, of the corner.

N. 0° 15' E., bet. secs., 28 and 29,

Over semimountainous land, descend NW. slope.

Ravine, dry, course W.; ascend SSE. slope.

Top of rounded hilly descend N. slope.

The 4+ sec. cor. of secs. 28 and 29, which is monumented
with a sandstone, 14x10x5 ins., illegibly marked and
loosely set 5 ins. in an old mound of stone.

At the corner point

Set an iron post 27 ins. in the ground with brass cap
mkd,

T46N R86W
S 29|8 28
1969

Bury the original corner stone alongside the iron post
and raise a mound of stone, 3 ft. base, 1% ft. high, W.
of the corner.

N, 0°'42' E,, beginning new measurement.
Over mountainoustland; Elescend N. slope.
Begin abruptl descenjc over NNW. slope.
Enter scattered pine and aspen timber.

Branch of Spring Creek, 1 1k, wide, 1 in., deep, course
W.; leave timber and ascend steep rocky S8W. slope °
through service berry.

Base of rocky rim, bears E. and W.; ascend 80 f%t.

Top of rimrock, bears E. end W., faces S., thence through
dense sagebrush.

The corner of secs. 20, 21, 28 and 29, which is
monumented with a limestone, 21x12x6 ins., plainly
marked with 4 grooves on the E. face, 2 grooves on the
S. face, and firmly set 10 ins. in the ground.
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Dependent Resurvey
Of Certain Subdivisionsl Lines
T. 46 N., R. 86 W.

197

II
4?" CHAINS
|
| At the corner point
Set sn iron post 20 ins. in the ground to bedroek and in
_ 8 coller of stone, U4 ft. base to top of brass cep mkd.
i T4EN REEW
i 5 20|s 21
' 5 29|52
d 1969
ﬁ Bury the original corner stone elongside the iron post
i and raise & mound of stone, 2_% ft. bese, 2 £t. high, W.
I of the corner.
1 Land, mountainous.
';, Soil, sandy and rocky.
] Timber, aspen and pine; undergrowth, sasgebrush and
i|| service berry.
”
H From the corner of secs. 21, 22, 27 and 28.
i
:{ N. 89° 1T' W., bet. secs. 21 and 28.
Tl Over mountainous land; through aspen and pine timber on
»E N. slope.
' 20.00 | Dry wash, course SW.; ascend E. slope.
H 27.00 |[Ieave timber.
| 30.00 | Top of ridge, bears N. and S.; descend W. slope.
3T.TO Dry wash, course 5. 5° W.; thence elong rolling S. slope.
4o.08 |Point for the % sec. cor. of secs., 21 and 28, st propor-
tionate distance; there is no remsining evidence of the
) original corner.
i Set an iron post 22 ins. in the ground to bedrock and in
a collar of stone, %—ft. base to top of brass cap mkd.
TU6N RBOW
. 521
T 528
1969
- Raise a mound of stone, 2% ft. base, 13 ft. high, N. and
set a steel fence post 4 ft. S. of the corner.
45,70 | Dry wash, course 5. 5° W.
56.00 | Enter scattered sspen and pine timber.
59.80 |Dry wesh, course S. 5% W.
65.00 |Leeve scattered timber.
80.16 |The corner of secs. 20, 21, 28 end 29,

Land, mounteinous.
Soil, sandy and rocky.
Timber, aspen and pine; undergrowth, sagebrush.

7 (October 1964) (formerly 4—673b) USDI——BLM
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Dependent Resurvey
Of Certain Subdivisionsl Lines
T, 46 N., R. 86 W.

CHAINS

17.50
30.00

39.80

L2 .20

50.30

79 r60

N. 0° 05' E., bet. sees. 20 and 21.
Over heavily rolling land.
Trail roaed, beers E. and W.

Spur, slopes NW.; descend steep N. slope through scat-
tered pine timber and service berry.

Point for the 1 sec. cor. of secs. 20 snd 21, at propor-
tionate distence; there is no remaining evidence of the
original corner,

Set an iron post 18 ins. in the ground to bedrock and in
a mound of stone, 2% ft. base, to top of brass cap mkd.

Th6N1386w
W

s 20|s 21
1969

from which

A Spruce, 1k ins, dism., bears N. 361° E., 99
lks. dist., mkd. + S 21 BT.

A white pine, 5 ins. diam., bears 8. 87° W., Lo
lks. dist., mkd. + S 20 BT.

Spring Creek, 10 lks. wide, 4 ins. deep, course W.;
ascend steep 5. slope.

Top of steep sscent; thence over heasvily rolling lsnd.
The corner of sees. 16, 17, 20 and 21, which is monu-
mented with a broken sandstone, 17x12xl ins., plainly
marked with 3 grooves on one face, 2 grooves on an ad-
Jecent face, and loosely set 2 ins. in the ground.
At the corner point
Set an iron post 26 ins. in the ground with brass cap
mkd .

TUEN RBEW

8.17[8 16

S20(s 21

1969

Bury the original corner stone alongside the iron post

and set a steel fence post 4 ft. S. of the corner.

Land, mountasinous end heavily rolling.
S0il, sandy and rocky. '
Timber, aspen and pine; undergrowth, sagebrush and

service berry.

From the corner of secs. 15, 16, 21 end 22,

N. 89° 42' W., bet. secs. 16 and 21.

hl
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Dependent Hesurvey
Of Certain Subdivisional Lines
T. 46 N,, R, 86 W,

193

CHAINS

14-60

36.00
39.65

66.70
77.90
78.05

7930

15.00

20. 50

25.00

35.00

40431

Uyer mountainous land; descend over IW. slope through

Spring Creek, 5 lks. wide, 4 ins., deep, course SW.;
ascend open SE., slope.

Top of steep ascent; thence over 5. slope.
Point for the 1 sec. cor. of secs. 16 and 21, at propor-
tionste distance; there is no remaining evidence of the

original corner.

Set an iron post 24 ins. in the ground with brass cap
mkd,

T/.6N RE6W
e
1969

Raise a mound of stome, 2t ft. base, 1* ft. high, N. and
set a steel fence pbst 4 ft. S. of the corner.
Trail road, bears NNE., and SSW.
Trail road, bears N. and S.
Fence, bears N, and S.
The corner of secs. 16, 17, 20 and 21.
Land, mountainous.

Soil, sandy and rocky.
Timber, pine; undergrowth, sagebrush.

'N. 0° 55! W,, bet. secs. 16 and 17.
Over heavily rolling land.
Enter scattered aspen and pine timber,

Ravine, dry, course WSW.; leave timber and ascend steep
rocky SE. slope through scattered service berry.

Leave service berry and begin gradual ascent over SE.
slope.

Fence, bears N. 250 E. and S. 25° W., on spur which
slopes SSW.

The 3 sec. cor. of secs. 16 and 17, which is monumented
with a limestone, 11x11x4 ins., plainly marked 4 on the
W. face, and firmly set 6 ins. in the ground.

At the corner point

B0~7 (October 1964) (farmerly 4-673b) USDI——BLM
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Dependent fesurvey
Of Certain Subdivisional Lines
: T. 46 N., R. 86 W,

CHAINS

12.00

40.71

16.80
39.33

Set an iron post 24 ins. in the ground with brass cap mkdj
TLEN RBEW
3
s 17]s 16
1969

Bury the original corner sfone alongside the iron post
and reise a mound of stone, 2& ft. base, 1} ft. high, W.
of the corner.

N, 0° 47' W., beginning new measurement.
Over rolling land.
Trail road, bears S. 80° E. and N. 80° W.

The corner of secs. 8, 9, 16 and 17, which is monumented
with a limestons, 12x12x2 ins., pla:.nly marked with 4
grooves on the E. and S. faces, and loosely set 3 inms. in
the ground.

At the corner point.

Set an iron post 27 ins. in the ground with brass cap
mkde

T46N R86W
8|s

S 178 16
1969

Bury the original corner stone alongside the iron post
and raise a mound of stone, 2% ft. base, 2 ft. high, W.
of the corner.

Land, heavily rolling to rolling.

Soil, sandy loam and rocky.

Timber, scattered aspen and pine; undergrowth, sagebrush
and service berry.

From the corner of secs, 9, 10, 15 and 16.

S 890 45' wo, betu secs. 9 and 16-

Over rolling land; along fence which bears E. and W.
Dry wash, course N. 40° W.; descend NW. slope. -
The + sec. cor. of secs. 9 and 16, which is monumented
with a granite stone, 24x15x9 ins., dimly marked 3 on
the N. face, and firmly set 5 ins. in the ground.

At the corner point

Set an iron post 25 ins. in the ground with brass cap
mkd.,

T4L6N R86W

3 £.9
S 16
1969

i L
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Dependent Resurvey
Of Certain Subdivisional Iines
T. 4 N., R. 86 W.

201

SN | i

9.80
21.30

25.60

39.25

6.80
2k .50
28.40
4o.56

Bury the original corner stone alongside the iron post
end raise e mound of stone, 3 ft. base, lf:, £t. high,
N. of the corner.

N. 89° 08' W., beginning new messurement.

Over rolling land; continue along fence which bears H.
and W.

Dry wash, course S.; ascend E. slope.
Corner of fences which bears E. and S. LO° W.

Trail roed, bears N. 15° B. and 5. 15° W.; descend V.
slope.

The corner of secs. 8, 9, 16 and 17.
Land, rolling.

Soil, sandy loasm and rocky.
No timber; undergrowth, sagebrush.

N. 0® OT' E., bet. secs. 8 snd 9,

Over rolling land.

Trail road, besrs NE. and S8W.

Fence, bears N. 50° E. snd 8. 50° W.

Draw, course W.

The i sec. cor. of secs. 8 and 9, which is mommented
with a limestone, 12x11x6 ins., plainly merked i on the
W. face, and firmly set 8 ins. in the ground.

At the corner point

Set an iron post 8 ins. in the ground to bedrock and in
&8 collsr of stone, 3 f't. base, to top of brass cap mkd.

Thsnlﬂeéw

I
8 8ls 9
1969

Bury the original corner stone alongside the iron post
and set & steel fence post 2 ft. 8. of the corner.

N. 3° 12' W., beginning new measurement.

Over rolling and mountainous lend.

Rome Hill Road, bladed dirt, bears SE. and INW.

Enter pine timber and begin steep descent of NE. slope.

L
Dry wash, course NW.; escend ‘steep W. slope.

GPO R4Z-188
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Dependent Resurvey
Of Certain Subdivisional Lines
m. 46 N., R. 86 W.

CHAINS
36.60
L1.18

8.10

12,00

Lo.o2

Dry wash, course V.

Point for the cormer of secs. U, 5, 8 and 9, at propor- i
tionste distance; there is no remaining evidence of the b |
original corner.

Set an iron post 20 ins. in the ground to bedrock and in
a coller of stone, 3 ft. base, to top of brass cap mkd.

T4EN RBEW
S 5|s &
S S 9
1969
from which
A white pine, 10 ins. diem., bears S, 193° E., s

48 1ks. dist., mkd. THEN R86W 8 9 ET.

A jack pine, O ins. diem., bears 5. 48L° W.,
101 1ks. dist., mkd. T46N RBEW S 8 BT.

A jeck pine, 12 ins. diem., bears N. 15%° W.,
112 lks. dist., mkd. Th6N R86W S 5 BT.

Land, rolling to mounteinous.
Soil, sandy, clay and rocky.
Timber, aspen end pine; undergrowth, sagebrush.

Set an iron post 25 ins. in the ground with brass cap

From the corner of secs. 3, 4, 9 and 10.

N. 88° 57' W., bet. secs. Ut snd 9.

Over mountainous land; through pine timber.
Revine, course NW.

Ieave timber and ascend open E. slope.

Trail road, besrs N. and S.

Point for the & sec. cor. of sees. 4 and 9, at propor-
tionate distance; there is no remeining evidence of the
original corner.

mkd.
TUEN RBEW
1 S
e S 9
1969

Raise a mound of stone, 3% ft. base, 2% ft. high, N. and
set a steel fence post 4 £t. S. of the corner.

From this corner the USGS Triengulation Station "TAYLOR
ET, 1966", monumented with a standard brass tablet set

in top of en iron pipe, 2% ins. diem., filled with con-
crete and projecting 2 ins, above ground, bears 8. 1°
261 E., 28,00 chs. dist.

Form 9180—7 (October 1964) (formerly 4—673b) USDI—BLM
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Dependent Resurvey
Of Certain Subdivisional Lines
T, 46 N., R, 86 W.

203

CHAINS

43. 50
75,00

80.04

0.39
2.50
4.00

28.30

41.12

82,10

5.90
8.30
19-60

Top of hill, bears N. and SW.; descend general W. slope.

Enter pine timber and begin steep descent of rocky W,
slope.

The corner of secs. 4, 5, 8 and 9.
Land, mountainous.

S0il, sandy and rocky.
Timber, aspen and pine; undergrowth, sagebrush.

N. 0o 38' E., bet. secs. 4 and 5.

Over mountainous land; ascend rocky W. slope through
pine timber.

Fence, drifts E. and W,
Leave timber, edge bears SE. and NW.
Top of ascent; thence descend over open WNW. slope.

Ravines merge from ENE.., ESE. and SE., course N. 65° W.,
thence over rolling land.

Foint for the % sec. cor. of secs. 4 and 5, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post 27 ins. in the ground with brass cap
mkd-

T4EN LR.St’.ﬂ.\‘

*

Set a steel fence post 4 ft. S, and raise a mound of
stone, 3 ft. base, 2% ft. high, W. of the corner.

The corner of secs. 4, 5, 32 and 33, on the N. bdy. of
the Tp.

Lend, mountainous to rolling.

Soil, sandy and rocky.

Timber, pine; undergrowth, sagebrush and few willows in
ravines,

From the corner of secs. 28, 29, 32 and 33.

N. 89¢ 17' W,, bet., secs. 29 and 32.

Over mountainous land.

Begin steep descent of W. slope.

Enter scattered pine timber.

Branch of Spring Creek in bottom of canyon, 2 lks. wide,

3 ins. deep, course S. 10° W.; thence ascend steep rocky
8B, slope.

(October 1964) (formerly 4—673b) USDI——BLM
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Dependent Resurvey
Of Certain Subdiv:.s:l.onal Lines
T. 46 N., R, 86 W,

CHAINS
28.80

42.39

48.00
61.30
T1.40
73.20
84.78

8.00
19.00

Top of steep ascent, spur, slopes S.; thence descend-
broken rocky SW. slope through scattered pine timber.

Point for the § sec. cor. of secs. 29 and ‘32, at propor-

tionate distance; there is no remaining evidence of t.he

original corner.

Set an iron post 24 ins. in the ground with brass cap mkd.
‘1‘461\1 RBEW
155

1969
from which

A jack pine, 20 ins: dia.m., bears S. 45%° W.,
153 lks. dist., mkd. + S 32 BT.

Raise a mound of stone, 3% ft. base, 1} ft. high, N. of
the corner. -

Ravine, course S.

Ravine, course SSW.

Short draw, course SSW.

Top of small knoll, bears N. and S.

The cormer of seecs. 29, 30, 31 and 32, which is monumented
with a sandstone, 16x13x7 ins,, plainly marked with 5
grooves on the E. face, dimly marked with 1 groove on
the 8. face, and firmly set 7 ins. in the ground.

At the corner point
Set an iron post 26 ins. in the ground with brass cap mkd.

T46N R86W -
0] s

s 31s 32
1969

Bury the original corner stone alongside the iron post
and raise a mound of store, 4 ft. base, 3 ft. high, W. of
the corner,

Land, mountainous.
Soil, sandy and rocky.
Timber, scattered pine;j undergrowth, sagebrush.

WEST, bet. secs. 30 and 3l.
Over gently rolling sI}eli-‘, slopes SW.

Dry wash, course SW.
Descend 15 ft. slope, bears NNE, and SSW,, to aoound
shelf,
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Dependent Resurvey

Of Certein Subdivisionsl Lines 2
I T. 46 N., R. 86 W.

CHAINS

22,30 | Begin abrupt descent of rocky SW. slope.

34.00 | Bottom of steep descent, thence descend along right side
of canyon.

39.09 Point for the % sec. cor. of secs. 30 and 31, st propor-
tionate distance: there is no remeining evidence of the
original corner.

Set an iron post 18 ins. in the ground to bedrock and
in a collar of stone, 3 ft. base to top of brass cap mkd.

T46N RBEW

1 830
L 331
1969

42.20 | Branch of Spring Creek, 4 1lks, wide, 6 ins. deep, course
WNW.; thence along N. slope.

48,90 | Spur, slopes NW. to Spring Creek; descend V. slope.

58.20 Spring Creek, 7 lks. wide, 20 ins. deep, course S. 10°
W.; ascend steep rocky LSE. slope.

64.40 | Base of nearly vertical rimrock, ascend B0 ft.

65.00 | Top of rimrock, bears NNE. and SSW. end faces ESE.;
thence over rolling land through scattered mountain
mahogany .

69.60 | Trail roed, bears NNE. and SSW.

78.98 | The corner of secs, 25, 30, 31 and 36, on the W. bdy. of
the Tp.

Land, mountainous and rolling.

Soil, sandy, rocky and granite boulders.

Timber, scattered pine; undergrowth, sagebrush, service
berry and mountein mahogany.

From the corner of secs. 29, 30, 31 and 32.
N. 2° 49' E., bet. secs. 29 &nd 30.

Over mountasinous lend; ascend 5. slope through scettered
pine timber.

4,80 | Top of smell knoll, bears NE. and SW.
T.50 | Short drew, course SW.

15.90 | Top of ridge, bears E, and W.; descend steep NW. slope
through dense pine timber.

20.00 | Iesve dense timber; enter scattered service berry end
Juniper.

37.80 | Spring Creek, 6 lks. wide, 14 ins. deep, course SW.;
ascend steep rocky SSE. slope through service berry and
scattered pine.

0. {October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey
Of Certein Subdivisional Lines
T, 46 N., R. 86 W.

CHAINS

L0.05

48.00

50,84

£2.20

66.00
69.00

80.10

9.00

27.00

Point for the t+ sec. cor. of secs. 29 and 30, st pro-
portionate distance; there is no remasining evidence of
the original corner.

Set an iron post 14 ins. in the ground to bedrock and in
s mound of stone, 3 ft. bese to top of brass cap mkd.

TLEN, RBEW
u

S 30|s 29
1969

Begin near verticel ascent to top of rimrock.

Top of rimrock, 150 ft. high, bears NE. &nd SW,; faces
SSE.; thence over broken W. slope through scattered pine
timber,

Top of ledge, 15 ft. high, besrs ESE. and WSW., thence
descend. .

Head of draw, course WSW.

Top of limestone ledge, 15 ft. high, bears E. and W.,
faces 8.

Point for the corner of secs. 19, 20, 29 and 30, at
proportionste distance; there is no remeining evidence
of the original corner.

Set en iron post 26 ins. in the ground with brass cap

mkd. |
T4EN RBEW
5 19|85 20
5 3""_0 S 29
1969
from which

A pine, 8 ins. diem., bears 8. 14° W,, 42 1ks.
dist., mkd. T46N RBEW S 30 BT.

Raise & mound of stone, 3 ft. base, 2‘% ft. high, W. of
the corner. ! -

Land, mountainous and broken.
Soil, sandy, rocky and limestone bedrock outcroppings.
Timber, pine; undergrowth, service berry and sagebrush.

From the corner of secs. 20, 21, 28 end 29,

N. 89° 33' W., bet. secs. 20 and 29.
Over mountainous lend, descend NW. slope.
Revine, course SW.; thence escend SE. slope.

Top of escent; thence descend spur, slopes WSW.
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Dependent Resurvey
Of Certain Subdivisionel Lines
T. 4 N., R. 86 W.

207

Point for the % sec, cor. of secs. 20 and 29, et propor-
tionate distence; there is no remeining evidence of the
original corner.

Set en iron post 10 ins. in the ground to bedrock snd in
& mound of stone, 4 £t. base, to top of brass csp mkd.

TUEN RBEW

1 820

I _S 29
1969

Set a steel fence post 10 £t. S. of the corner.

Top of rimrock, 50 ft. high, beers N. snd S., and faces
W.; descend to canyon bottom.

Branch of Spring Creek, 2 lks. wide, 5 ins. deep, course
5.; ascend steep rocky E. slope.

Base of rimrock, 80 f£t. high, faces =.

Top of rimrock, bears N. and S.; thence through scatter-
ed pine timber over broken W. slope.

The corner of secs. 19, 20, 29 and 30.

Land, mounteinous and broken.

Soil, sandy snd rocky with limestone and granite out-
crops.

Timber, scattered pine and mountesin juniper; undergrowth,
sagebrush and service berry.

5. B9° 43' W., bet. secs. 19 and 30,

Over mountesinous and broken land, descend W. slope.
Trail road, ﬁears ENE. and WSW.

Point for the % see. cor. of sees. 19 and 30, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Bet an iron post 15 ins. in the ground to bedrock snd in
8 collar of stone, U ft. base, to top of bress cep mkd.

TUEN RE6W

1 8§19
S 30
1969

fram which

A jeck pine, 13 ins. diam., bears S. 11° W.,
65 1ks. dist., mkd. i+ S 30 BT.

Dry guleh, course NW.

GPO Ras-100
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Dependent Resurvey
Of Certsin Subdivisional Lines
T. 46 N., R. 86 W.

82.77

15.10
26.90
34.20
40,00

54.80
70.30
Th .60
Th.70
T9.00

80.00

The corner of secs. 19, 24, 25 and 30 on the W. bdy. of
the Tp.

land, mountainous and broken.

Soil, ssndy, rocky and limestone outeroppings.

Timber, scattered pine and juniper; undergrowth, sage-
brush.

Fraom the corner of secs. 19, 20, 29 and 30.

N. 0° 31' W., bet. secs. 19 &nd 20.

Over rolling and broken land.

Trail roed, beasrs NE. and SW.

Fence, bears E. and W,

Dry wash, course SW.

Point for the L sec. cor. of seecs. 19 snd 20, at propor-
tionete distance; there is no remaining evidence of the

original corner.

Set an iron post 26 ins. in the ground with brass cap
mkd .

ThéNIRBSW

[N
S 19|s 20
1969

Raise a mound of stone, 3 ft. base, 2% ft. high, W. of
the corner,

Dry wash, course WSH.
Revine, course W.
Begin steep descent of N. slope.
Enter dense pine timber, edge bears E. and W.
Charlie Creek, dry, course N. 65° W.; leave dense pine
timber and continue through scattered pine and asspen
timber.

|
Point for the corner of seecs. 17, 18, 19 and 20, at pro-
portionate distance; there is no remsining evidence of

the original corner.

Set an iron post 26 ins, in the ground with brass cap '
mikd .

ThEN REGW

g 18|8 17

S 19[8 20
1969

from which

A lodgepole pine, 13 ins. diam., bears 8. 11° E.
92 lks. dist., mkd. THEN RBEW S 20 BT.

Form 9180~7 (October 1964) (formerly 4—6736) USDI—BLM
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Dependent Resurvey 209
Of Certain Subdivisionel Lines -
7. 46 N., R. 86 W.

A lodgepole pine, 9 ins. diam., bears 8. 32° W.,
103 1ks. dist., mkd. TAEN RB6W S 19 BT.

Raise & mound of stone, 2 ft. base, 2 ft. high, W. of
the corner.

Land, broken and rolling.

Soil, sandy and rocky.

Timber, aspen and pine; undergrowth, sagebrush and juni-
per.

From the corner of secs. 16, 17, 20 snd 21,

N. 89° 18" W., bet. secs. 17 and 20.

Over rolling snd broken land.

IT7.50 Ravine, course S8W,

41.20 | Point for the L sec. cor. of sees. 17 and 20, at propor-
tionete distance; fthere is no remasining evidence of the

original corner.

Set &n iron post 26 ins. in the ground with brass cap
mkd’

TheN RBEW

3 BT

¥ 520
1969

Raise a mound of stone, 2 fi. base, 2 ft. high, N. and
set & steel fence post Ut ft. 5. of the corner.

$1.73 | Treil road, beers NNE. end SSV.

59.20 | Begin steep descent over NW. slope.

£9.00 | Enter scattered pine and sspen timber.

80.20 | cherlie Creek, dry, course S. 80° W.; along 5. slope,
82.40 | The corner of sees. 17, 18, 19 and 20.

Land, rolling end broken.

Soil, sendy, rocky and sandy loam.

Timber, aspen and pine; undergrowth, sagebrush end
Juniper.

N. 89° 20' W., bet. secs. 18 and 19.
Over mountainous land through pine timber.

1.50 | Charlie Creek, dry, course N. 65° W.; thence over N.
glope through dense pine timber.

31.90 | Spur, slopes WNW.; descend W. slope through scattered
pine timber.

41,14 | Point for the } sec. cor. of secs. 18 end 19, et propor-
tionate distance; there is no remeining evidence of the

original corner.

‘Mobar 1964) (farmerly 4—673b) USDI—BELM FIELD NOTE PAPER



Dependent Resurvey
Of Certain Subdivisionsl Lines
7. 46 N., R. 86 W,

CHAINS

lv7.00
70.00
77.00
T9.90
82.45

5.00

21.80
31.60
37.80

40,00

Set en iron post 26 ins. in the ground with brass cap
mkd.

ThEN RBEW
1 818
* 519
1969
from which

A pine, 10 ins. diem., beers N. 653° E., 32 lks.
dist., mkd. + S 18 BT,

Reise & mound of stone, 2% ft. base, 2% ft. high, N. of
the corner.

Ravine, course NW., leave Timber.
Charlie Creek, dry, course WSW.
Same Creek, dry, course NW.

Spur, slopes NW.

The corner of sees. 13, 18, 19 and 24, on the W. bdy. of
the Tp.

Lend, mountainous.
Soil, sandy and rocky,
Timber, pine; undergrowth, sagebrush and juniper.

From the corner of sees. 17, 18, 19 and 20.
N. 0° 01' E., bet. secs. 1T end 18.

Over broken and mountainous land; ascend 5. slope
through scettered mspen and pine timber.

Top of steep ascent; leave scattered pine and aspen
timber; thence over spur, slopes W.

Ravine, course W,
Revine, course WSW.:; ascend S. slope.

Top of spur; slopes SW.; descend through scattered pine
timber.

Point for the i sec. cor, of secs. 17 and 18, at pro-
portionate distance; there is no remeining evidence of
the originsl corner. }

Set an iron post 26 ins. in the ground with brass cap
mkd. _ ;

MN}BBGW
8 18{s 17
1969
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Dependent Resurvey
Of Certain Subdivisional Lines
T. 46 N., R. 86 W.

CHAINS
from which
A pine, 14 ins. diam., bears S. 21° H., 28 1ks.
dist., mkd. + S 1T BT.
A pine, 15 ins, diem., bears S. 48° y., 118 1s,
dist.; mkd. + 8 18 BT.
Raise a mound of stone, 2 ft. base, 2 ft. high, W. of the
corner.
59.50 | Ravine, course W.; descend along W. slope.
TT.50 | Dry wesh, course WNW.
80.00 | Point for the corner of secs., 7, 8, 17 and 18, at propor-

tionate distance; there is no remaining evidence of the
orlginal corner,

Set an iron post 26 ins. in the ground with brass cap
mkd.

TLEN RBEW

8 Tls 8

S 188 1T
1969

from which

A twin white pine, 6 ins. diam., besrs N. 8° E.,
146 1ks. dist., mkd. TUEN RBAW S 8 BT.

A white pine, 8 ins, diam., bears N. 80%° W.,
84 1ks. dist., mkd. TUEN RB6W S T BT.

A jack pine, 10 ins. diem., bears N. 20° W.,
149 1ks. dist., mkd. THEN RBEW S T BT.

Raise & mound of stone 2 ft. base, 13 ft. high, W. of the
corner.

Land, mountainous.

Soil, sandy &nd rocky.

Timber, pine and scattersed aspen; undergrowth, Jjuniper
and sagebrush.

From the corner of secs. 8, 9, 16 and 1T.

N. 89° 56' W., bet. secs. & and 1T.

Over rolling lend.

Trail road, bears NE. and SW.; descend open W. slope.

Point for the + sec. cor. of secs. 8 and 17, et propor-
tionate distence; there is no remsining evidence of the
original corner.

Set an iron post 26 ins. in the ground with brass cep
mkd.

ThEN RBEW
, 5 8
[0 sl"l"
1969

corner.

Raise a mound of stone, 3 ft. base, 2% ft. high, N. of thf

GPO Ba5-166



42

Dependent Resurvey
Of Certein Subdivisionsl Lines
T. 46 N.; R« 86 W.

50.60
£5.20
70.00

81.20

32.70
4o 4T

52.00
79.60
79.80
81,44

Fence, bears N. and S.

Spur, slopes NVW.

Enter scattered pine timber.

The corner of sees. T, 8, 17 and 18.
Land, rolling,

Soil, sandy and rocky.

Timber, pine and few aspen; undergrowth, sagebrush and
Juniper.

N. 88° 54' W., bet. secs. T and 18.

Over rolling end mountainous land; descend W. slope.
Dry wash, course NW.; ascend NE. slope.

Spur, slopes NW.; descend W. slope.

Ravine, course NW.; ascend NE. slope.

Spur, slopes NW.; descend W. slope.

Point for the % sec. cor. of sees. T and 18, at propor-

tionate distance; there is no remaining evidence of the
original corner.

Set an iron post 4 ins. in the ground to bedrock and

in & mound of stone, 5 ft. base, to top of brass cap mkd.

THEN RBGW

1 8 7

¥ '8 18
1969

Set a steel fence post 4 ft. S. of the corner.

NOTE: The corner is 1.30 chs. N. of a fence which
bears ENE. and WSW.

Enter scattered juniper.
Dim trail road, bears NE. end &W,
Spur, slopes SVW.; descend NW. slope.

The corner of secs. 7, 12, 13 and 18, on the W. bdy. of
the Tp,

Land, rolling snd mountainous.
Soil, sandy and rocky.

Timber, pine; undergrowth, service berry, sagebrush and
mountain juniper.

From the corner of sees. 7, 8, 17 and 18.

N. 0* 51' W., bet. secs. T and 8.

Form 9180—7 (October 1964) (formerly 4—=6736) USDI——BLM ] 5
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Dependent Resurvey
Of Certein Subdivisional Lines
T. 46 N., R. 86 w.

CHAINS
Over broken mountainous lend; descend WNVW, slope through
scattered pine timber.

13.00 | ESpur, slopes NW.; descend NE. slope.

18.50 | Branch of Jacob's Creek, dry, course NW.; thence along
W. slope.

40.00 | Point for the % sec. car. of sees, T and 8, at propor-
tionate distence; there is no remeining evidence of the
original corner.

Bet an iron post 26 ins. in the ground with brass cap
mkd.,
T46N, RB6W
i
s Tls 8
1969
Reise & mound of stone, 3 ft. base, 2 ft. high, W. of
the corner.

44,00 | Branch of Jacob's Creek, dry, course WSW.

54.00 | Dry gulch, course W.

£0.00 | Point for the N 1/16 sec. cor. of secs., T and 8.

Set sn iron post 3 ins. in the ground to bedrock and in
a mound of stone, 5 ft. base, to top of brass cap mkd.
TUEN RBEW
N 1/16
s T|ls 8

. 1969

80.00 | Point for the corner of secs. 5, 6, T end 8, at propor-
tionate distance; there is no remeining evidence of the
original corner.

Set an iron post 26 ins., in the ground with brass cap
mikd .
TheN RBEW
8 _6{S 5
S T|S
1969
Set 8 steel fence post 4 ft. S. and raise a mound of
stone, 3 ft. base, 2 ft. high, W. of the corner.
Land, broken and mountainous.
Soil, sandy and rocky.
Timber, scettered pine; undergrowth, sagebrush end
Jjuniper.
From the cormer of secs. 4, 5, 8 end 9.
8. 88° 55' W., bet. secs. 5 and 8.
P Descend W. slope through pine timber.
h
.
7 (October 1964) (formerly 4~673b) USDI—BLM FIELD NOTE PAPER
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Dependent Resurvey
Of Certein Subdivisional Lines
7. U6 W., R. 86 W.

CHAINS
6.60
13.60
15.00

20.05

28.70
31.00
32.00

32.30

33.70

ko.10

60.15

Cook's Cenyon, dry, course NVW.; ascend steep NE. slope.
Spur, slopes NNW.; descend W. slope.

Ieave pine timber and enter scattered pine.

Point for the B 1/16 see. cor. of sees. 5 and 8,

Set en iron post 26 ins. in the ground with brass cep
mkd .

THEN ROEW

from which

A Ponderosa pine, 10 ins. diam., bears S. 59° E.,
93 1lks. dist., mkd. E 1/16 S 8 BT.

A Ponderosa pine, 6 ins. diam., bears N. 413° W.,
123 1ks. dist., mkd. B 1/16 § 5 BT.

Raise 8 mound of stone, 3 ft. besse, 2 ft. high, N. of
the corner.

Ravine, course NNW.; ascend ENE. slope.
leave scattered pine.
Top of steep ENE. slope.

Rome Hill Roed, bladed dirt, beers S. and NNW., on spur
which slopes NNW.

Corner of fences extending 5. 47° E. and S. 45° W.,
bears NORTH, 142 lks. distance.

Point for the + sec. cor. of secs. 5 and 8, at propor-

tionate distence: there is no remeining evidence of the
original corner.

Set en iron post 26 ins. in the ground with brass cap
mkd .

TA6N RBEW

5§ 5
t5 8
1969

Raise & mound of stecne, 2 ft. base, 2 ft. high, N. and
set a steel fence post 4 ft. S. of the corner.

Point for the W 1;?16 sec. cor. of secs. 5 and Bs

i
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Dependent, Resurvey
Of Certain Subdivisional Iines
Tl hs N" RI 86 w-

215

| cHAms

65.10
80.20

b.50
12.00

19.96

39.92

Set an iron post 26 ins. in the ground with brass cap
mkd.

TUEN RB6W
W1/16 g_g
1969
Set a steel fence post 4 ft. 5. of the corner.
Short draw, course SSV.
The corner of sees. 5, 6, T and 8.
Land, broken and mountainous.

Boil, sendy and rocky.
Timber, pine; undergrowth, sagebrush snd juniper.

N. 87° 59' W., bet. secs. 6 and 7.

Over broken and rolling land.

Dry wash, course SW.

Spur, slopes S8W.

Point for the E 1/16 sec, cor, of secs. 6 and 7.

Set an iron post 26 ins. in the ground with brass cap
mikd.

ThEN REEW

E1/16 2 .{;

1969

Set a steel fence post 4 ft. S. of the corner.

The + sec. cor. of secs. 6 end T, which is monumented
with 8 sendstone, 15x12x5 ins., dimly marked i on the W.
face, and firmly set 7 ins. in s mound of stone.

At the corner point

Set an iron post 6 ins. in the ground to bedrock and in
a mound of stone, 4% ft. base, to top of brass cap mkd.

THEN RE6W

L5 6

g T
1969

Bury the originsl corner stone elongside the iron post.

N. 88° 47' W., beginning new messurement.

Over rolling land.

GPO san-18e
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Dependent Resurvey
Of Certain Subdivisional Lines
7. 4& N., R. B6 W.

k.20

19.56

13.00

20.00

20.30

21.15

Lo.00

Dry wesh, course SSW.
Point for the W 1/16 sec. cor. of secs. 6 and 7.

Set en iron post 26 ins. in the ground with brass cap
mhkd .

ThEN RBEW

8 6
w1/16-§——f

1969
Set & steel fence post It ft. S. of the corner.
Begin steep descent over WNW, slope.
Begin gentle descent.

The corner of secs. 1, 6, 7 snd 12, on the W. bdy. of the
Tp.

Land, rolling.

Soil, sandy and rocky.

N'o timber; undergrowth, juniper, service berry and sage-
brush.

From the corner of secs. 5, 6, 7 and 8.
N. 1° 13' E., bet. secs. 5 end 6.
Over rolling lend.
Top of hill, bears NE. and SW.
Point for the S 1/16 sec. cor. of secs. 5 and 6.
Set an iron post 25 ins. in the ground with brass cap
Inkd -

T4EN RBEW

s 1/16

s 6|s 5
1969’

| Set a steel fence post 4 ft. S. of the cormer.

Rome Hill Road, bladed dirt, bears E. and W.

Girl Scouts Netional Center West Road, graded dirt, bears
NE. and WSW.

The %—sec. cor. of sees. 5 and 6, which is monumented
with a limestone, 15x9x4 ins., dimly marked + on the W.
face, snd loosely set 4 ins. in an old mound of stone.
At the corner point
Set en iron post 26 ins. in the ground with brass cap
mkd.

mhénigasw

[}
s 6|8 5
1969

Form 9180-7
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Dependent Resurvey
Of Certain Subdivisional Lineg
T. 46 N,, R, 86 W,

217

CHAINS
Bury the original corner stone alongeide the iron post,
sel & wooden fence post 2 ft. E, and raise a mound of
stone, 3} ft. base, 3 ft. high, W. of the corner.
Ne 00 33! E., beginning new measurement.
Over mountainous land.

0.50 |Begin descent over steep NE. slope into Cook's Canyon.

0,70 |Enter pine timber,

5.20 [Creek in bottom of Cook's Canyon, 3 lks. wide, 5 ins.
deep, course NW,; ascend steep rocky SW. slope.

12.00 |Top of steep ascent; over broken W. slopes through
scattered pine timber.

27.20 |Ravine, course WSW.

43.28 |The cormer of secs. 5, 6, 31 and 32, on the N. bdy. of

the Tp.

Land, rolling to mountainous.

Soil, sandy and rocky.

Timber, pine; undergrowth, sagebrush and scattered
junipar,

B0-7 (October 1964) (formerly 4—673h) USDI—BLM
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Te 46 No, R 86 W

CHAINS

GENERAL DESCRIPTION

Township 46 North, Range 86 West of the Sixth Prin-
cipal Meridian, Wyoming, is 15 air-miles southeast of
Ten Sleep in Washakie County.

The area bounded by this survey is generally moun-
tainous. The soil is sandy and rocky with a vegetative
covering of: grass, sagebrush, jumiper, service berry
and pine and aspen timber appearing generally on the
north and east slopes of the deep ravines and canyons.

Spring Creek and numerous springs throughout the
township provide an excellent water supply for livestocks
Sumner grazing is the primary use of this area.
Sscondary uses are the minor logging operations which
have been conducted in the past and winter feeding
grounds for big game animals. -

Elevations range from 8,000 ft. in the northeast to
5,600 ft. in the southwest. All drainage is to the
northwest west and southwest via Cook's Canyon, Jacob'
Creek and Spring Creek, respectively.

Access through the northern portion is via Rome
Hill Koad, bladed dirt, which bears generally east and
west, Other access is quite limited due to the box
canyons and deep ravines, especially in the southwest.

There are no permanent inhabitants in this township.
However, theres are many sheep camps which are used
during the grazing season. Mineral activity is non-
existent within the arsa of this survey.

The access road to the Girl Scouts National Center
West runs through sections 5 and 6.
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CERTIFICATE OF SURVEY
|- Francis D. Eickbush, Jr. , HEREBY CERTIFY upon honor that,
in pursuance of special instructions bearing date of the®2nd day of  July , 19 g,

I have dependently resurveyed the north boundary, & portion of the east

boundery, portions of the west boundary, and certain subdivisional lines

of Township 46 North, Renge 86 West,

of the Sixth Principel Meridian, in the State of Wyoming ,» which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual

of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

.7{:@7‘.49 (L {®) (C/ééi J/}L

Februsry 5, 1970 Eickbush, Jr.
(Date) (@adastrnctSaryeyar)
(Supervisory Cadastral Surveyor)

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

SUBMITTED FOR APPKOVAL
3 JAN 28 172 BUREAU OF LAND MANAGEMENT,
Date — Washington, D. C.

The foregoing field notes of the dependent resurvey of the north boundary, a por-
tion of the eest boundary, portions of the west boundery, and certain sub=
divisional lines of Township 46 North, Renge 86 West, of the Sixth Prin-

cipal Meridian, in the State of Wyoming,

executed by TFrancis D. Eickbush, Jr., Supervisory Cadesstral Surveyor,

having been critically examined and found correct, are hereby approved.

SEP 11 172 m
st e bt Iy

(Date)

Chief, Division of Cadastral Survey
= N T NI __. 1

-

ipt of the field notes of the above-described surveys in

I CERTIFY That the foregoin

{
a true copy of the original field notes. il- +
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